Configuring X-Lite1 with SavyTel2 Network

Version 1.0

© SavyTel Communications Inc.
1 X-Lite is a product from Xten Networks
2 SavyTel Communications Inc. reserves the right for any party to use X-Lite with its network


Instructions
1.  Download X_Lite dialer from the follwing link:

http://builds.xten.net/download-public.php?download=1135 and complete the installation procedure.
2.  If X-Lite is running for the first time or it has never been configured before, the dialer will automatically go to “Default” setting menu (see the Figure 1 and 2). You can also go to the configuration from the “Menu” (as shown in Figure 1). Enter the configuration parameters, as shown in Figure 2 and 3.
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Figure 1: The Dialer main window
To reach Configuration window (Figure 2) click on System Settings ( SIP Proxy ( [Default] 
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Figure 2: The dialer default setting window

Figure 3: The configuration parameters

3. Once configuration is done and saved, you can start using X-lite to make calls.
Enabled: Yes  (double click and choose “Yes” or ”No”)


Display Name: Abdallah  (Enter your name)


Username:  0990045695  (Enter your account number, e.g.0990045695)


Authentication User: 0990045695  (Enter your account number, e.g.0990045695)


Password: ******  (Enter your password)


Domain/Realm: routes.savytel.com 


SIP Proxy: routes.savytel.com  


Out Bound Proxy: routes.savytel.com


Use Outbound Proxy: Default


Send Internal IP: Default


Register: Default


.


.


Update Settings: Confirm Update Settings (Select and choose “Confirm Update Settings”)





Menu button








